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Welcome to JK Hydraulics, 
Nixon Mine Cable

We Are a Service and Supplier of 
OEM Quality longwall Roof Support 
Electro-hydraulics Serving a Global 

Market. The Following Is a Sample of 
Products and Services We Offer.

Las Vegas Coal Show

• Our display to introduce us to the global 
market for repair and new manufacture.

Electro-Hydraulic Compak Valve

• Our JK-591 can be 
supplied as newly 
manufactured, 
repaired or service 
exchanged.

• Component and 
assembly testing is 
performed on all units 
before shipment.

JK-883 - Solenoid

• Shown is the new style 
solenoid for assembly 
to a 8mm solenoid 
manifold block. This 
item can be supplied 
as new or as a service 
exchanged and with a 
square or round style 
plug.

JK-503 – Solenoid

• Shown is the old style 
solenoid for assembly 
to a 5mm solenoid 
manifold block. This 
item can be supplied 
as new or as a service 
exchanged and with a 
square or round style 
plug.

R-JK-335 – Jet Flush Filter

• We repair and supply 
parts for the OEM Jet 
Flush Filtrations units. 
All units are 
disassembled, cleaned, 
inspected and function 
tested after assembly 
to insure correct 
operation.
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JK-511 – Push Lock

• We can supply both 
new and repair of the 
Joy style Push Lock 
assemblies. Service 
exchange units are 
available.

JK-508 – Spool Valve

• We can supply both 
new and repair of the 
Joy style spools. 
Service exchange units 
are available.

R-JK-567 – 3/2Way Valve NG13

• Valves are supplied as 
rebuilt. Each valve is 
function tested before 
returning to inventory. 
Service exchange units 
are available.

R-JK-572 – 3/2Way Valve NG6

• Valves are supplied as 
rebuilt. Each valve is 
function tested before 
returning to inventory. 
Service exchange units 
are available.

JK-356 – Manifold block

• This item is supplied 
with a 1” inline filter. 
Filter choices include 
screen type or spiral 
wrap type filters. The 
pressure side is 
supplied as super 
stecko.   

1” Inline Filter Options

• The JK-904 is supplied as 
a screen type filter. The 
JK-943 is supplied as a 
spiral wrapped filter. 
Filters fit many 
applications including the 
JK-356 manifold block. 
All are OEM quality.

• Optional filter applications 
are available. 
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JK-383 – Pressure Switch

• This item can be 
supplied as new or as 
service exchange.

• Connectors can be 
offered as a round  or 
square style plug

JK-516 – 3/8” Spool Valve

• This Item can be 
supplied as new or as 
a repaired item. 
Service exchange units 
are available.

• Item can also be 
supplied as ½” staple. 

JK-358 – In-line Check Valve 
DN20

• This valve is offered 
as new or as service 
exchange. Staple 
connections are male 
to female. Max 
working pressure is 
rated at 350 bar. 

JK-799 – Relief Valve DN12 

• This valve is offered 
as new or as service 
exchange. Max 
working pressure is 
600 bar at 120 L/min 
volume flow

JK-522 – Relief Valve DN12

• This ½ relief valve is 
offered as new or 
service exchange. Max 
working pressure is 
550 bar at 400 L/min 
volume flow.

JK-1043 – Relief Valve DN10

• This 3/8 relief valve is 
offered as new or as a 
service exchange. Max 
working pressure is 
550 bar at 400 L/min 
volume flow.
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JK-798 – Relief Valve DN10

• This valve is offered 
as new or as a service 
exchange. The valve 
has a protective cap to 
direct pressure 
overflow. Max 
working pressure is 
600 bar at 100 L/min 
volume flow.

JK-884 – Yield Capsule

• We offer this gas 
charged yield capsule 
as new or as a service 
exchange unit. Max 
yield setting is 600 
bar. 

JK-856 – Rock Burst Valve

• W offer this gas 
charged yield capsule 
as new or as a service 
exchange unit. Max 
yield setting is 600 
bar. We also offer an 
adaptor, JK-1013 to 
convert the staple end 
to a standard super 
stecko fitting.

JK-531 – solenoid 3/2Way

• The valve shown is 
used in the PM3 
version of hydraulics. 
We can supply a 
complete rebuild and 
function test of these 
units. Limited service 
exchange units are 
available.

JK-536 – Double Valve

• The valve shown is 
used in the PM4 
version of hydraulics. 
We can supply a 
complete rebuild and 
function test of these 
units. Limited service 
exchange units are 
available.

JK-1031 – 3/8 Banjo Special

• Shown is our version 
of the atmospheric 
relief valve Banjo use 
on the OEM solenoid 
block. Mating part is 
our JK-532, the relief 
valve assembly.

• Item can be purchased 
as assembly JK-989
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JK-532 – Relief Valve

• Shown is the 
atmospheric relief 
valve. The part is 
mated to the JK-1031 
special banjo and is 
used on the OEM 
solenoid block. Item is 
available as new and 
as service exchange.

JK-879 – Pressure Gauge

• Pressure gauges rated 
to 600 bar are supplied 
with a standard 3/8” 
staple fitting facility. 
These gauges are an 
industry standard and 
are always in stock. 

R-JK-868 – Swivel Connector

• Shown is the 1-1/4” 
swivel connector. 
Installed on the shield 
to shield hoses, these 
eliminate hose 
binding. Provided as 
new or service 
exchanged, 

JK-905 – Isolating Valve

• Supplied as new or 
service exchange. 

• Red handle supplied 
for pressure circuits

• Yellow handle 
supplied as auxiliary 
valve.

JK-1065 – Return Isolating Valve

• Supplied as new or 
service exchange. The 
blue handle indicates 
low pressure return 
side valve. The valve 
has a  delrin spring 
loaded safety feature 
that will  not allow a 
hydraulic circuit 
intensification. 

JK-528 – Pilot Valve

• This is a high flow 
diversion pilot valve 
that can be supplied as 
new or service 
exchange. Flow is 
predetermined as 
closed until pressure is 
applied.
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JK-875 – Open Pilot Valve

• The open pilot 
valve can be 
supplied as new or 
service exchange. 
Flow is 
predetermined as 
open until 
pressure is 
applied.

JK-857 – Closed Pilot Valve

• This closed pilot 
valve can be 
supplied as new or 
service exchange. 
Flow is 
predetermined as 
closed until 
pressure is applied.

JK-526 - POCV

• Pilot operated check 
valve (POCV) is 
available as new or as 
service exchange in 
left hand and right 
hand applications. 
This is the newer 
version of the valve 
and supersedes the JK-
527 valve.

JK-527 - POCV

• Pilot operated check 
valve is available as a 
service exchange unit. 
Valve is supplied as 
left hand or right hand. 
This is the old style 
valve superseded by 
the JK-526 valve.

JK-996 – Leg Check Valve

• The latest style 
(POCV) valve 
available as new or as 
a service exchange 
unit. Available 
separately is the Flow 
Bushing, JK-1057 
used between the 
valve and leg cylinder.

NMC-229 – Junction Box

• Shown is the Shoal 
Creek style junction 
box. Junction boxes 
can be supplied as new 
or repaired. Service 
exchange units can be 
setup as you require.
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NMC-240 – Junction Box

• Shown is the Genwall 
style junction box. 
Junction boxes can be 
supplied as new or 
repaired.

• Each connector is potted 
to insure integrity. 

• Service exchange units 
can be setup as you 
require.

NMC-357 – Rodac Unit

• Units can be supplied 
new or repaired. The 
unit shown is for 
MSRS-40.

• Control box & cable 
can be sold separately.

• Let us know what you 
need for your 
application.

Communication Ancillaries

• Shown are verious 
communication cables, 
junction boxes and a 
Rodac unit with cable. We 
can supply all your in-
shield and inter-shield 
requirements. 

• To insure you operations 
safety, all items are 
supplied following the 
necessary permissible 
applications. 

Highway Cables

• Roadway cables can be manufactured, 
repaired or modified in length up to fifty 
meters. 

• Cable are tested before shipping to insure 
their integrity.

• All cables meet the necessary permissible 
requirements as required by law. 

THANK YOU!

For further information about us, visit 
us on the web at jkhydraulics.com


